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Antenna Model 2001

Antenna Model | 2001 | : ?
Channel Gain ‘Length 27 inches
2 28 - Width _ 84.75 inches
3 -3.2 5 ! ]
4 15
| & -0.6
6 0.2
‘Low band avg -1.6 o
7 3.1
8 B 34
8 i 2.2
10 24
11 38 ]
12 37
I 1.6
High band avg 29
14 3
19 1.8
27 2
35 - 4.8
43 _ 2
52 55
60 6.8
uhfavg 37

1

Gain in db over tuned dipole




Channel Master 4242 U/V Antenna

Ch Freq Haif Power Beamwidth F/B Ratio
2P 55.25 69 159
4P 67.25 69 19
6P 83.25 &5 223
68 87.75 71 18.6
FM 88 72 187
FM o8 68 13
FM 108 63 9.9
7P 175.25 24 11.9
gP 187.25 32 13.1
11P 199.25 as 16.7
13P 211.25 40 14.3
138 215.75 35 12
470 33 14.8
500 50 17.7
550 45 13.5
800 34 13
650 35 10.7
700 34 18.5
750 30 136

800 24 13.2



Frequency
{MHz)

55.25
67.25
83.25

175.25
187.25
189.25
211.25

470
500
550
600
650
700
750
800

*CEMA Classification:

“Engineering Bulletin EVA/CEB-8-C March 26,1989

CM 3010A

Pattern Summary
Half Power
Beamwldth FIB Ratio
Channel !Deg) !dB!
2 86 0.7
4 88 0.5
6 a0 -1.1
VHF L Avg= 85 VHF L Avg= 0.0
7 51 0.0
9 51 37
11 59 8.2
13 106 10.3
VHFHAvg= 66.75 VHFHAvg= 5.6
14 78 5.6
20 47 9.5
26 44 13.1
32 45 12.0
38 36 84
44 79 11.4
50 108 7.5
56 50 6.6
UHF Avg.= 62 UHF Avg.= 9.3
Large Multi-Directional

Gain Summary
Frequency Gain
{MHz) dB
55.25 -10.71
61.25 -9.31
67.25 -7.61
77.25 -3.33
83.25 -2.04
§7.75 _-094
VHF Lavg=  -5.7
175.25 0
181.25 0.66
187.25 1.25
193.25 2.08
199.25 0.02
205.25 -0.75
211.25 -1.10
215.75 -1.24
VHFH Avg= 012
470 -3.93
500 -2.26
550 -0.88
600 1.76
650 -2.69
700 -0.14
750 -2.60
800 0.27
UHF Avg= 1,38

dedwards(Q:)\exceNUHFsummary sheet2
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WY

WINEGARD"*
Clearly the World's Best®

PLATINUM SERIES

HIGH DEFINITION
VHF
ANTENNA

engineering specifications

4 ;
i .

. s -l
K p h 1Y
¥ 4 F /i'

l“ ‘ l.' .

I i)

4 N

Model HD4053P

e e,
W _/ o
> o Y

Aclive Elements 24
Boom Length 111"
Turning Radius  72.5°
Maximum Width 110"
Vertical Height 3" Shpg. Weight Slbs.
Element Diameter 3/8"  Carton Dimensions 6.25"x6.25"%89" £ “UPS in shieid design s a regisiersd
trademark of United Parcel Service of
ica, Inc. .
Outpul m pedanco: 75 ohm America, Inc. used by permission
Recommended Preamp: AP Series Made in U.S.A.
GAIN CH.2 CH4 CHE CH.7 CHS CH.#1 CH.13
dB over reference
dipole 5.9 6.6 6.4 8.6 111 9.8 10.6
beamwidth at half R . . .
power points 70° 69 86 ar 42 43 42
i g L]
front-to-back 17d8 1848 17dB 188 | “man =y 17d8
ratio 2048 2048
POLAR PATTERNS

Printad in U.S.A. Winegard C:

pany, 3000 Kirk

d St, Burlington, 1A 52601-2000 Rev. 4.02



v PLATINUM SERIES
“% HIGH DEFINITION

WINEGARD" VHF/UHF

Clearly the World's Best® ANTENNA
engineetring specifications Model HD7210P
GHOST KILLER™

Active Elements 25
UHF Elements 15
VHF Elements 10
Boom Length 86"
Turming Radivs 67"
Maximum Width 11%°

\"---a'/

e
Vertical Height 3.5  Shpg. Weight 6.51bs, \ ——
Element Diameter 3/8" Carton Dimensions 6.25"x6.25"x89° ] UPS in shiekd design is a registered

wrademark of United Parce! Service of
Amarica, Inc. used by permisaion.”

Output Impedance: 75 ohm

Recommended Preamp: AP Serias Made in US.A.
CHANNEL | CH.2 | CH.4 | CH.6 | CH.7 | CH8 |CH.11 | CH.13 [CH.14 | cH.32 | CH.50 | CH.69
:::ur::' ;I!:'i:(:t hatl oo | 73° | 70 | s3° | so0 | 480 | aze | soo | sor | see | s
greater
:::I“;'“'"’“" tan' | 2008 | 19dB | 17dB | 17dB | 1508 | 10.508| 8dB | 17dB| 13dB | 9dB

POLAR PATTERNS

‘-%
Zae)
‘:\;\t}}- :

-
fig

7=

/—

Printed in U.S.A. Winagard Company, 3000 Kirkwood St., Burlington, 1A 52601-2000 Rev. 6/02



WY

WINEGARD* FM

Cieary the World's Best®

PLATINUM SERIES
HIGH DEFINITION

ANTENNA

engineering specifications

Active Elements 10

Boom Length  127°
16"
Maximum Width 69"

Turning Radius

Vertical Heign  6°

Element Diameter 3/8"

Shpg. Weight  10.11bs. %

Caron Dimensions 6.25"x6.25"x76"

Model HD&065P

"UFS in shield design is a registered
tradwmark of Linited Parcel Service of
America, Inc. usad by parmiasion,”

Output Impedance: 75 ohm Made in U.S.A.
Recommended Preamp: AP Series
GAIN 88MHz 98MHZ 108MHz
:; over refarence 9.4 106 106
o -
front4o-back 18dB 1948 20d8

POLARPATTERNS
N

oS

Prinied in U.S5.A. Winegerd Company, 30 Kirkwood 5., Buriington, IA 52801-2000 Rev. 402



PLATINUM SERIES

tragemaerk of United Parcel Sorvice of
America, Inc. used by permission.”

] "UPS in shisld design is a registared
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75 ohm
AP Series

Canton Dimensions 6.25"x6.25"x77°

Shpg. Weight

17
12
64.5
1e*
136

Output Impedance:
Recommended Preamp:

Aclive Elements 29

UHF Elements

VHF Elements

Boom Length
Maximum Width
Vertical Height
Element Diameter 3/8°

Made in U.S.A.
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POLAR PATTERNS

CH9

CH.13
Printed in U,S.A. Winagard Gompany, 3000 Kirkwood St., Burlington, IA 52601-2000 Rev. 4/02



WY
WINEGARD"
Clearty the World's Best®

PLATINUM SERIES

HIGH DEFINITION

VHF/UHF
ANTENNA

Model HD7080P

engineering specifications

H“- By
. g 1“\"‘-‘___‘ N :
\ \“"‘-‘._,‘_ - \\\ e
B L -
‘\"'"“-\__ "“: ‘Z(
Active Elements 39 -
UHF Elements 25
VHF Elements 14 ;
Boom Length 90" P
Tuming Radius  61.7 s
Maximum Width 110"
Vertical Height  15.3"  Shpg. Weight 9.51bs.
Element Diameter 3/8” Carton Dimensions 6.25"x6.25"101" (] "UPS In shield design is @ registered
- 3 trademark of United Parcel Service of
W America, inc. usad by pammission.”
Output impedance: 75 ohm
Recommended Preamp: AP Series Made in U.S.A.
GAIN CH.2 | CHA CH6 | CH.7T | CHS | CH.11 | CH.13 |CH.14 | CH.32 | CH.50 | CH.69
dB over reference
dipole 5.1 5 2.8 7.6 Q.5 92 11 1.7 11.4 11 10.2
beamwidth at hatf . . . . " . . . . o .
power points 75 | 77 | 770 | 36° | 42 | 45" | 30° | 45" | 46" | 4t | 35
- realer
front-to-back 138 | 13dB | 118 | 15¢8 [19d8 | "hen | "tan | 13dB | “wan | 2008 | 1408
ratio 2048 1808 20dB
POLAR PATTERNS

Printed in U.5.A. Winsgard Company, 3000 Kirkwood St., Burlington, LA 52601-2000 Rev. 4/02



PLATINUM SERIES

W HIGH DEFINITION

WINEGARD" VHF/UHF
Clearly the World's Best® ANTENNA
engineering specifications Model HD7082P

Active Elements 50 -~ Sl N
UHF Elements 32 o Y S [
VHF Elements 18 R iy
Boom Length 1105 Y
Tuming Radius  70.6"

Maximum Width 110°

Vertical Height  19.3"  Shpg. Weight 10.8 Ibs.

Element Diameter 3/8" Carton Dimensions 6.25%x6,25"x89"

“UPS in shistd dasign s a regisiered
trademark of United Parcal Service of
America, Inc. used by permission.”

Oulput Impedance: 75 ohm
Recommended Preamp: AP Series Made in U.S.A.
GAIN CH2 | CHA | CH6 | CH7 | CH.® | CH.11 | CH.13 |CH.14 | CH.32 | CH.50 | CH.69
3&:{?’ reference| o, | g4 | 62 | 10 |100 | 102 | 10 | 13 | 122 | 108 | 122
; m
:z:,";;":;,',‘,;‘"’ 76 | 710 | 730 [ 350 | 400 | aec | 510 | a | 400 | 3¢ | 2°
ealer grester
front-ta-back 1508 | 2048 | 19dB | 1308 | 2008 | 20a8 | %han |10.5¢B | “hen | 2008 | 16dB
ratio 20d8 20dB
POLAR PATTERNS

)

Printed In U.S.A. Winegard Company, 3000 Kirkwood 51., Buriington, 1A 52801.2000 Rev. 4/02



PLATINUM SERIES
W HIGH DEFINITION

WINEGARD" VHF/UHF
Clearly the World's Best® ANTENNA
engineering specifications Model HD7084P

Aclive Elements &8 P '
UHF Elements 40 5

VHF Elements 28
Boom Length 131"
Tuming Radius 61"

Maximum Width 110" /
Vertical Height ~ 25.5"  Shpg. Weight 13.51s.
Element Diameter 3/8"  Carton Dimensions 6.25"%6.25"x104.25" E3ES] “UPS in shield design Is 2 registered
W trademark of United Parcel Service of
America, Inc, usad by permission.”
Output Impedance; 5 chn
Recommended Preamp: AP Series Made in U.S.A.
GAIN CH2 | CH4 | CH6 | CH.7 | CH.9 | CH.11 | CH.43 |CH.14 | CH.32 [ CH.50 | CH.69
dB over reforence
dipole 6.2 7.2 78 10.8 121 10.9 | 108 146 12.1 1.8 10.2

beamwidth at half

power points 69* | 68 68° 3 | ay 46* | 34 | a2 a1* | 2e* 29°
u rester "]

frontto-back | 200m | “pen | ‘e | 19dB | 17aB | 1508 | 17d8 | 1108 | 2008 | 2008 | 1248

ratio 2008 | 2008

POLAR PATTERNS

Printed in U.S3.A. Winegard Company, 3000 Kirk ¢ St., Burtington, 1A 52601.2000 Rev. 4-02
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Active Elements 71
UHF Elements

Maximum Width 110"

VHF Elements 34
Boom Length

Tuming Radius

17hs,

Carton Dimensions 6.25"%6.25"x122"

Shpg. Weight

n.s"

Ventical Height
Element Diameter 3/8°

75 ohm
AP Series

Recommended Preamp:

Output Impedance:

Made in US.A.
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Printed in U.S.A. Winogard Company, 3000 Kirkwood St., Butlington, 1A 5§2601.2000 Rev, 4/02



WY

WINEGARD*
Ciearly the World's Best®

PLATINUM SERIES
HIGH DEFINITION

UHF

ANTENNA

engineering specifications

Active Elements 23
Boom Length 50"
Tuming Radius  47.7°
Maximum Width 27
Vertical Height 19"
Element Diameter 3/8"

Shpg. Weight

6lbs.

Carton Dimensions 6.25"°x6.25"x59"

Model HDS065P

EZED] “UPS in shieid dasign is a registered
trademark of United Parcel Service of
America, Inc. used by permission.”

Ouiput impedsnce: 75 ohm
Recommended Preamp: AP Series Made in U.S.A.
CHANNEL CH.14 CH.32 CH.50 CH,68
B gain over
reference dipole 11.9 2.1 1186 10.6
beamwidth at halt . . . .
power points 52 53 40 3
front-to-back
ratio 14dB 1948 14dB 17dB
POLAR PATTERNS
HE X
CH.32

Printed in U.5.A. Winegard Company, 3000 Kirkwood Bt., Buriingion, WA 32801-2000 Rev. 202




N\

WINEGARD"®
Clearnly the World's Best®

PLATINUM SERIES
HIGH DEFINITION

UHF

ANTENNA

engineering specifications

Active Elements. 31
Boom Length  75°

Tuming Radius 72.75°

MaximumWidth 27*

Verlical Height  25.5°

Element Diameter 3/8"

Shpg. Weight

Carton Dimensions 6.2

i
75 ohm

Model HD9085P

BT “uPs in shield design is a registared
trademark of United Parcel Service of
Amarica, Inc. used by peemission.”

Output Impedance:
Recommended Preamp: AP Series Made in U.S.A.
CHANNEL CH.14 CH.32 CH.50 CH.69
dB gain over
reference dipole 11.9 14.6 145 128
beamwidth at haif o . . o
power points 45 44 32 23
front-to-back
ratio 14dB 1848 12dB 9dB
POLAR PATTERNS

Printad In U.S.A. Winegard Comp

¥, 3000 i

d 5t., Burlington, |1A 52601-2000 Rev. 2/02




WY

WINEGARD"
Cleariy the World's Best®

PLATINUM SERIES
HIGH DEFINITION

UHF

ANTENNA

engineering specifications

Active Elements 39
Boom Length 95"
Tuming Radius 92.75"
MaximumWidth 27"

Vertical Height  31.75" Shpg. Weight

Element Diameler 3/8°

B1lbs.

Carton Dimensions 6.25"x6.25"x59"

Output impedance:

75 ohm -

Model HD9095P

EFR] *UPS in shield design Ia s ragistered
3| tredemark of Unied Parcel Service of
Amutica, ing. used by permission.”

Recommended Preamp: AP Series Made in U.S.A.
CHANNEL CH.14 CH.32 CH.50 CH.69
dB gain over
reference dipole 14.2 16 15.5 12.2
beamwidth at half . R . .
power points 43 41 30 34
front-to-back
ratio 11dB 14dB 11dB 8dB
POLAR PATTERNS

Printed in U.S.A. Winegard Company, 3000 Kirkwood St., Burlington, |A 52601-2000 Rev. 2/02



\\/ PROSTAR® 1000
WINEGARD' UHF
Clearly the World's Best® ANTENNA

engineering specifications

Active Elements 5

Boom Length 17

Turning Radius 155"

Maximum Width 22"

Vertical Height 4"  Shpg. Weight

21bs.

Element Diameter 3/8" Carton Dimensions 4"x6.25"x24"

o

Output Impedance:

Model PR-9012

E22 1 "UPS in shisld design is a registersd
trademark of United Parcel Service of
America, Inc. ussd by permission.”

300 ohm / 75 ohm with included matching transformer

Recommended Preamp: AP Series
CHANNEL CHA4| cH20 | cH26 | cHaz | cmss]| cHas | cHso | chse| cHeal cH.es
e dinole 33 | 38 | a0 5.0 64 | 62 | 60 | 62 | 64 | 62
et e | e | e 73 s | s | se | 60 | 45| see
frontto-back 128 | 5dB | 11dB | 9dB | 10508 | 1048 | odB | 3548 | 9dB | 3.508
POLAR PATTERNS

Printed In U.S.A, Winegard Company, 3000 Kirkwood St., Burlington, IA 52601-2000 Rev. 1/02



W\

WINEGARD*
Clearly the World's Best®

PROSTAR®1000
UHF
ANTENNA

engineering specifications

ActiveElements 8
Boom Length 39.875" >
Turning Radius 38"

Maximum Width 15"

Vertical Helght 4 Shpg. Welght 7.5 Ibs.
Element Diameter 3/8" CartonDimensions 4"x6.25"x43"

Model PR-9014

=‘; "UPS in shisid design is 8 registerad
W tragemark of Linlled Parcel Service of
Amuerica, Inc. ysed by parmission.”

Output Impedance: 300 ohm / 75 ohm with included transformer
Recommended Preamp: AP Series Made in U.S.A.
CHANNEL CH.14 CH.32 CH.50 CH.69
:’esffr:i:c?:;poh 8.3dB 7.2dB 8.50B 6.4dB
::;l::v;:tl: ;t hatf 65° 62* 50° a5
::‘t’i":"""’“" 1548 1248 17dB 14dB

POLARPATTERNS

Printed In U.5.A. Winegard Company, 3000 Kirkwood St., Burlington, |A 52601.2000




WY

WINEGARD"
Clearly the World's Best®

PROSTAR® 1000
UHF
ANTENNA

engineering specifications

ActiveElements 7
Boom Length 15

5"

TurningRadius  17.75"

Maximum Width 22
Vertical Helght

19" Shpg. Welght
Element Diameter 3/8" CartonDimensions 6.25"x4.25"x32.0" L

3.0 lbs.

Model PR-9016

% “UPS in shiald design is a regimered
trademark of United Parcel Service of
America. Inc. used by permission.*

Output Impedance: 300 ohm / 75 ohm with included transformer Made in U.S.A.
Recommended Preamp: AP Series
GAIN CH.14 CH.26 CH.38 CH.50 CH.62 CH.69
dB over reference
dipole 5.84B 6.54B 7.5d8 8.0dB 8.0d8 7.7d8
beamwidth at half
power polats 59° 60° 540 a7 ag* 32
'r;‘:;‘“"""" 6B 1248 14dB 10548 | 12508 5.5dB
POLAR PATYERNS

Printed in U.S.A. Winegard Company, 3000 Kirkwood $t., Burlington, IA 52601-2000 Rev. 1/02



WY

WINEGARD"

Cleary the World's Best®

PROSTAR® 1000
UHF
ANTENNA

engineering specifications

Active Elements
Boom Length
Turning Radius
Maximum Width
Vertical Helght

20

49.875"

30"

15"  Net Weight
256.5" Shpg. Weight

2.68lbs,
4.52 |bs.

Element Diameter 3/8" Carton Dimensions 6.25"x6,25"x59"

!

Model PR-9018

EFES -ps in shiekd design is & registered
trademark of Unied Parce! Service of
America, Inc. used by parmission,”

Output Impedance: 300 ohm / 75 ohm with included transformer Made in U.S.A,
Recommended Preamp: AF Series
CHANNEL CH.14 CH.32 CH.50 CH.89
ffhﬂ:rcm;m 133 145 12.6 )
e T w v
frontto-hack 13.5dB 1498 19.5dB 6B
POLAR PATTERNS

Printed in U.8.A. Winegsrd Company, 3000 Kirkwood St., Burlington, IA 526801-2000 Rev. 801



\\Y

WINEGARD’
Clearly the World's Best®

PROSTAR® 1000
UHF
ANTENNA

engineering specifications

Active Elements 26
B8oom Length 78.5"
Turning Radius  58.5"
Maximum Width 15"
Vertical Height  25.5"
Element Diameter 3/8"

Net, Weight
Shpg. Weight

3.21 Ibs.
6 Ibs.
Carton Dimensions 6.25"x6.25"x88"

Model PR-8022

“UPS in shiakd design s a registersd
UDS| rademark of united Parcel Servics of
America, Inc, dsed by permission.”

Output Impedance: 300 ohm / 75 ohm with included transformer Made in U.S.A.
Recommended Preamp: AP Series
CHANNEL CH.14 CH.32 CH.50 CH.69
dB gain over 143 15.2 146 9.9
reference dipole
beamwidth at half . . . "
power points 54 43 34 23
front-to-back
ratlo 13.5d8 16dB 18dB 13dB
POLAR PATTERNS

Printed in U.S.A. Winogard Company, 3000 Kirkwood St., Burlinglon, 1A $2601-2000 Rev. 6/01




W PROSTAR®1000
WINEGARD' UHF
Clearly the World's Best® ANTENNA
engineering specifications Model PR-9032

ActiveElements 35
Boom Length 1145 S,
Turning Radiug  79.75"

Maximum Width 15" . Net. Weight 4.15 Ibs.
Vertical Height  31.5" Shpg. Weight 6.6 Ibs,

=22 "UPS in shiskd dasign is & fegistered
Element Diameter 3/8" Carton Dimensions 6.25"x6.25"x89""

3

58] trademark of Uniled Parcel Service of
Americs, Inc. used by parmission.”

Output Impedance: 300 ohm /75 ohm with included transformer Made in U.S.A.
Recommended Preamp: AP Series

CHANNEL CH.14 CH.32 CH.50 CH.69

I‘,’gg:‘:.‘;";fw . 14.9 16.3 15.7 11.5

e nains o 53° ar 250 26*

front-to-back 1408 20dB 2008 7.5d8
POLARPATTERNS

Printad in U.S.A. Winagard Company, 3600 Kirkwood St., Burlington, IA 52601-2000 Hev. 6/01



WY

WINEGARD®
Clearty the World's Best®

PROSTAR®
UHF
ANTENNA

engineering specifications

Active Elements
Turning Radius

Vertical Helght

Element Diameter 3/8"

11.25"
Maximum Width 22~

Shpg. Weight

4.64 \bs.

CartonDimensions 6.5"x6.5"x59"

Mode! PR-4400

"UPS in shieid design is a registered
trademark of Untted Parcel Sarvice of
America, inc. used by permission.”

Output Impedance: 300 ohm / 75 ohm with included transformer Made in U.S.A,
Recommended Preamp: AP Series
GAIN CH.14 CH.32 CH.50 CH.69
dB ference
dipote. 9dB 1048 10.6dB 11.6dB
beamwidth at half . . . .
power points 72 60 48 47
front-to-back -17dB -14dB -13dB -9dB
ratio
POLARPATTERNS

Brinted in U.5.A. Winegard Company, 3000 Kirdkwaod St., Buriington, 1A 52601-2000




W PROSTAR®1000
WINEGARD" UHF
Clearty the World's Best® ANTENNA
engineering specifications Model PR-8800

ActiveElements 26
Turning Radius 23"

Maximum Width 45" Shpg. Weight 8 Ibs. kst “UPS in shieid design is »

! i3 registered tracdemmrk of

Vertical Height 34" CartonDimensions 6.25°x6.25"x59" United Parcel Service of
" America, Inc. used
Element Diameter 3/8 1per Carton pormsaon by
Output Impedance: 300 ohm / 75 ohm with inciuded transformer Made in U.S.A.
Recommended Preamp: AP Series
GAIN CH.14 CH.32 CH.50 CH.69
B
dipoa T reterence 10708 12.008 11.0dB 12.50B
beamwidth at half . R . .
power polnts 32 23 20 17
front-to-back -9dB 748 -118 -9dB
ratlo
POLARPATTERNS

Prinied In U.S.A. Winagsrd Company, 3000 Kirkwood St., Burlington, |A 52601-2000



W PROSTAR®1000
; VHF/UHFIFM
WINEGARD®
Clearly the World's Best® ANTENNA
engineering specifications Model PR-5646
R - \\:\\\

.

ActiveElements 25

Boom Length 66.5"
TurningRadius  60.5"
Maximum Width 104" Net Weight 5.01bs. ’

EX “UPS in shield design is 8 registersd
wademark of United Parce! Service of
America, inc. used by psrmission.”

Vertical Height 19" Shpg. Weight 6.5 Ibs.
Element Diameter 3/8" Carton Dimensions 6.25"x6.25"x68.25"

OQutput impedance; 300 ohm / 75 ohm with included transformer Made in U.S.A.
Recommended Preamp: AP Series

. CHANNEL CH.2 CH4 CH.6 CH.7 CH.? | CHA11 | CH.13 | CH.14 | CH.32 | CH.50 | CH.69
dB gain over 3.0 35 2.2 71 | 74 7.7 7.2 9.0 94 | 94 | 78
reference dipole

beamwidth at half 77° 76* 74° 35° 39* 40 40° 52* 50° 45° a1
power points

oto-back 358 | 708 | 98 | 948 | 748 | 8508 | 1308 | scB | 19ge | 1708 | 1108

POLARPATTERNS

i~
%

el '!l-

oo 13
2
=

Printex in 1.5.A. Winegard Company, 3000 Kirkwood §t., Bulington, 1A 52601-2000 Rev. 1/02



W PROSTAR® 1000

Y VHF/UHF/FM
EGARD"’

ey oo ANTENNA

engineering specifications | Model PR-7000

Active Elements 10
Boom Length 32.75"
Turning Radius 52.25"

Maximum Width 100" Net Weight 2.36 Ibs.
Vertical Helght 3  Shpg. Weight 3.51 Ibs. t "UPS in shisld design s » registered
Element Diameter 3/8" Carton Dimensions 6.25x6.25"x59" . trademark of United Parcel Service of
America, inc. used by parmvission.®
Output Impedance: 300 ohm / 75 ohm with included transformer
Recommended Preamp: AP Series Made in U.S.A,

CHANNEL CH2 | CH4 | CHS | CH.7 | CH9 | CH.11 | CH.13 |CH.14 | CH.32 | CH.50 | CH.69

dB gain over 2 |18 6 5 5 53 | 41 | 38 | 5.4 6 6
reference dipole

beamwidth at half
power points

front-o-back 1d8 | 1508 | 3dp |85dB | 1208 [12.508 | 4508 | 7dB |10.50B | 14d8 | 1108

83* 82° 78° 51° 66* 48 33 75* 54° 40° 43°

POLAR PATTERNS
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